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potential (≈1.5 V), which greatly restrict the battery energy 
density. From this perspective, developing high-capacity anode 
materials with low working potentials is vital to achieve high 
specifi c energy in stretchable lithium-ion batteries. Little 
emphasis has been thus far placed on the development of high-
capacity electrode materials for stretchable lithium-ion bat-
teries, although success in this regard would allow much higher 
energy density for batteries. Among the anode materials, Si can 
deliver 24× theoretical capacity (4200 mAh g −1 ) over Li 4 Ti 5 O 12  
and has a much lower working potential (<0.5 V) compared 
with that of Li 4 Ti 5 O 12  (≈1.5 V). [ 7 ]  Thus, it is highly desirable to 
explore Si anodes for stretchable lithium-ion batteries. Never-
theless, Si anodes have the serious issues of mechanical degra-
dation and unstable solid-electrolyte interphase (SEI) due to the 
large volume expansion upon lithiation, which causes dramatic 
decay in battery performance. [ 8 ]  Many attempts have been made 
to improve the electrochemical performance of Si anodes. [ 9 ]  
One of the most successful approaches has been the use of a 
self-healing polymer binder. [ 10 ]  This soft and highly stretchable 
supramolecular polymer contains a large number of hydrogen 
bonding sites that allow it to mechanically heal at room tem-
perature. The hydrogen bonding also helps the polymer adhere 
to the Si surface. This, combined with the self-healing ability, 
allows the formation of a stable SEI on Si during the large volu-
metric changes upon the lithiation and de-lithiation processes. 
This self-healing polymer is highly stretchable compared to tra-
ditional binder materials and has great potential to help realize 
stretchable Si electrodes via rational molecular design. 

 Normally, inorganic active electrode materials are stiff and 
rigid. The main approach to achieve stretchable electrodes is 
to create a stretchable structure out of normally non-stretch-
able active materials. Although a few of successful exam-
ples, such as buckled Li 4 Ti 5 O 12 /carbon nanotube fi lms on 
prestrained polydimethylsiloxane (PDMS) substrate [ 5a ]  and 
a spring-like carbon nanotube fi bers, [ 5b ]  have been reported, 
there are still no reported high-capacity stretchable electrodes. 
Herein, for the fi rst time, we demonstrate a high-capacity 
stretchable graphitic carbon/Si foam electrode enabled by 
conformal coating of a newly synthesized self-healing elastic 
polymer. Unlike the supramolecular self-healing polymer that 
was previously reported, [ 10 ]  this material is much tougher due 
to a combination covalent crosslinks and sacrifi cial hydrogen 
bonds [ 11 ]  and behaves elastically over a large range of strains. 
The amorphous Si layer on the graphitic carbon foam affords 
a high specifi c capacity, enabling a high overall capacity of 
719 mAh g −1  for the graphitic carbon/Si composite electrode, 
four times that of the widely used Li 4 Ti 5 O 12  anode material for 
stretchable lithium-ion batteries, and maintained 81% of its 

  Stretchable electronics have recently received intense attention 
due to their wide applications in various areas where devices 
must maintain intimate contact with curvilinear interfaces or 
undergo large deformation. [ 1 ]  Lithium-ion batteries are the 
dominant power source for portable electronics and represent 
one of the most promising energy-storage systems for these 
stretchable electronic devices. [ 2 ]  Two of the main challenges 
impeding the development of stretchable lithium-ion battery 
systems, however, are the limited stretchability and low specifi c 
energy. Recently, much effort has been devoted toward realizing 
the stretchability of battery systems. Several strategies have 
previously been successfully developed to achieve stretchable 
battery systems at the device level with stiff battery islands and 
stretchable interconnects (e.g., origami batteries [ 3 ]  and serpen-
tine interconnects [ 4 ] ) and at the battery level through the use 
of buckled active materials on a prestrained substrate. [ 5 ]  For 
the systems with device-level stretchability, the stability under 
stretching is still limited due to the rigidity of batteries. Worse 
still, the energy density of the overall battery systems is sig-
nifi cantly reduced due to the large spacing between the small 
isolated battery islands. To achieve higher energy densities, 
the development of intrinsically stretchable electrodes is of key 
importance. Therefore, there is still an urgent need to explore 
electrodes with appreciable mechanical durability under strain 
for use in stretchable lithium-ion batteries. 

 Currently, Li 4 Ti 5 O 12  is the most widely used anode mate-
rial for stretchable lithium-ion batteries due to its stable 
electrochemical properties. [ 5,6 ]  However, it suffers from a low 
theoretical specifi c capacity (175 mAh g −1 ) and high working 
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self-healing elastomer is uniformly coated on the 3D graphitic 
carbon/Si foam and endows the composite electrode with 
high stretchability (up to 88%) and endures 1000 stretching-
releasing cycles at 25% strain without detrimental resistance 
increases. 

 The stretchability of the electrode is realized via the deforma-
tion of the foam structure with the help from the self-healing 
elastomeric coating. As illustrated in  Figure    1  a, the composite 
electrode deforms and recovers the foam structure along the 
direction of mechanical strain. Previously, graphene/graphite 
foams were used as the current collectors to realize (fl exible) 
high-rate LiFePO 4  and Li 4 Ti 5 O 12  electrodes [ 12 ]  or high-capacity 
Si-based electrodes [ 13 ]  due to their high conductivity. In the as-
designed electrodes, the 3D graphitic carbon foam not only 
functions effectively as a current collector and provides high 
conductivity for electron transport, but also works as part of 
the active material alongside the amorphous Si on the surface 
of the carbon, which enables fast reaction dynamics in the ini-
tial charge/discharge progresses in comparison with crystal-
line Si. The highly elastic self-healing polymer helps to build 
a robust interface that improves the electrochemical stability of 
the electrode and maintains the active carbon/Si foam electrode 

integrity during the stretching and releasing processes, 
rendering the whole structure stretchable.  

 Figure  1 b illustrates the preparation and optical microscope 
images of the stretchable graphitic carbon/Si/polymer com-
posite electrode. The nickel foams have a 3D skeleton struc-
ture, and a graphitic carbon layer was fi rst grown on the nickel 
through a chemical vapor deposition (CVD) process. Different 
from the previous work on the growth of thin graphene, [ 14 ]  we 
obtained a mechanically robust thick graphitic carbon foam 
with a 3D hollow skeleton structure using a different carbon 
source (vaporized hexane) at ambient pressure. After the 
removal of nickel, an amorphous Si layer was conformably 
grown on the surface of 3D carbon foams using silane as the 
precursor under a low-pressure condition. Due to the hollow 
carbon skeleton and porous 3D structure, the deposition of Si is 
uniform throughout the entire carbon framework. A graphitic 
carbon/Si/polymer foam electrode was achieved after drop-
coating a layer of self-healing polymer on the foam. Figure  1 c 
shows a schematic for the synthesis of the self-healing elas-
tomer modifi ed from previously reported structures. [ 10,15 ]  A 
mixture of fatty acid dimers and trimers (30:70) was reacted 
with excess diethylene triamine (DETA) to yield amine-
terminated oligomers. Instead of reacting with urea to give a 

Adv. Mater. 2016, 
DOI: 10.1002/adma.201504723

www.advmat.de
www.MaterialsViews.com

 Figure 1.    a) Schematic illustration of a stretching and releasing process for a carbon/Si/self-healing polymer foam electrode. b) Synthesis and optical 
microscope images of a carbon/Si/polymer foam electrode. c) Synthesis of the self-healing elastic polymer.
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viscoelastic supramolecular polymer as in previous reports, 
oligomers were further polymerized and cross-linked with 
adipic acid to produce the fi nal elastomeric network with strong 
interchain hydrogen bonding interactions through the amide 
groups formed. Before coating, the amine oligomers and adipic 
acid were dissolved in ethanol (1 g/10 mL). The thickness of 
self-healing polymer coating could be controlled by adjusting 
the amount of solution used. The successful preparation of 
such conformal graphitic carbon/Si/polymer structure provides 
a great opportunity to achieve a high-capacity anode for stretch-
able lithium-ion batteries. 

 The investigation on the structure and crystallinity of the 
carbon/Si foam is critical for understanding its electrochemical 
and mechanical properties.  Figure    2  a shows the X-ray diffrac-
tion (XRD) patterns of the as-obtained carbon and carbon/Si 
foams. A sharp diffraction peak around 26.4° is observed for 
the carbon foam, which is readily ascribed to graphite (JCPDS 
No. 41–1487). No new peaks are observed for the carbon/Si 
foam, indicating the amorphous nature of the CVD-grown Si. 
The crystalline nature of carbon and amorphous structure of 
Si in the carbon/Si foam are further confi rmed using Raman 
spectroscopy (Figure  2 b,c). The so-called G band (≈1582 cm −1 ), 
D band (≈1335 cm −1 ), D′ band (≈1619 cm −1 ), and G′ band 
(≈2674 cm −1 ) are observed in the Raman spectrum, which are 
the most prominent features of graphite (Figure  2 b). [ 16 ]  Usually, 
crystalized Si is located at ≈520 cm −1  in the Raman spectrum. 
The existence of a broad peak at ≈475 cm −1  indicates the amor-
phous Si structure (Figure  2 c). [ 17 ]  The digital images show that 
the grey carbon foam turns blue after the CVD deposition of 

Si layer (Inset of Figure  2 d and Figure S4, Supporting Infor-
mation). It is observed under scanning electronic microscope 
(SEM) that the foam structures of carbon and carbon/Si hybrid 
are well maintained (Figure  2 d and Figure S5, Supporting Infor-
mation), consistent with observation under an optical micro-
scope (Figure  1 b). Due to the conformal growth of carbon on 
the nickel foam, the carbon and carbon/Si skeletons possess a 
hollow structure after the removal of the nickel skeleton, which 
is confi rmed by a fractured carbon/Si skeleton (Figure  2 e). 
Clearly, the smooth surface of the foam becomes rough after 
the CVD deposition of an amorphous Si layer (Figure  2 f). 
Furthermore, transmission electron microscopy (TEM) inves-
tigation reveals that the Si layer on the surface of carbon is 
uniform throughout the observed area (Figure  2 g). The elec-
tron energy loss spectroscopy (EELS) spectra recorded for the 
area in Figure  2 g are shown in Figure  2 h,i. Figure  2 h shows 
the Si L2,3-edges, confi rming the amorphous Si structure. [ 18 ]  
The EELS spectrum with the carbon K-edge shows well-defi ned 
peaks due to transitions of 1s electrons to π∗ and σ∗ anti-
bonding states, indicating the graphitic nature of the carbon in 
the composite (Figure  2 i). [ 19 ]   

 The mechanical properties of the self-healing polymer alone 
were investigated to understand its effects on the carbon/Si 
foam. After crosslinking, the self-healing polymer is highly 
elastic and can be stretched for about 400% before breaking. 
The toughness and strength of the material can be changed by 
controlling the crosslinking time ( Figure    3  a). 105 min is found 
to be the optimal crosslinking time because it gives a mate-
rial with the highest modulus. In Figure S6 of the Supporting 
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 Figure 2.    a) XRD patterns of the as-achieved carbon and carbon/Si foams. b,c) Raman spectra of the carbon/Si foam. d,e) SEM images of d) a carbon/
Si foam and e) a fractured skeleton showing a hollow structure. f) High-magnifi cation SEM images of the (left) carbon and (right) carbon/Si foams. 
g) TEM image of the carbon/Si foam. h,i) EELS spectra recorded for the area in g). The inset in d) shows a digital image of a carbon/Si foam.
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Information, the hysteresis of the bulk elastomer is shown. 
Strain cycles are applied consecutively, increasing by 100% 
each time. Very little hysteresis is observed up to 100% strain. 
Beyond that, more signifi cant energy dissipation is seen and 
the material is not as tough upon re-stretching as in its pris-
tine state. This energy dissipation comes from the sacrifi cial 
hydrogen bonds in the material, which break preferentially to 
the covalent crosslinks giving a much tougher elastomer. [ 11 ]  The 
high density of hydrogen bonding sites also gives the elastomer 
a partial self-healing capability (Figure  3 b). To test the self-
healing, samples are cut into two pieces with a razor blade and 
then placed gently back together and allowed to rest at room 
temperature for the prescribed time (Figure  3 c). Even after 
30 min of healing at room temperature the modulus of the mate-
rial is recovered and the healed sample can reach strains past 
100%. Further healing was achieved up to 16 h, after which no 
further healing was observed. This incomplete healing is due to 
the irrecoverable fracture of the covalent crosslinks in the net-
work. The hydrogen bonding sites are only capable of restoring 
a portion of the materials original mechanical properties. This 
bulk self-healing experiment is an extreme test of the healing 
ability of the material. In a device that is stretching to 50%, local 
strains large enough to fully fracture the elastomer will be rare 

and so the healing will instead act to restore the elasticity and 
strength of the material as it is strained and released. The self-
healing elastic polymer possesses plenty of hydrogen-bonding 
sites to interact with the Si OH on the Si surface (Figure  1 c) 
and thus provides good adhesion to the Si layers. [ 10a ]  This is 
evidenced by the C O stretching and the NH bending peaks 
in the Fourier transform infrared (FTIR) spectrum (Figure S7, 
Supporting Information), at ≈1650 cm −1  and ≈3250 cm −1 , 
respectively, that correspond to disordered hydrogen bonding 
of the amide groups, and a lack of a peak or shoulder near 
1690 cm −1  that corresponds to “free” carbonyl groups. [ 20 ]  The 
hydrogen bonding interaction with Si OH on the Si surface 
has been observed in many other binders including CMC, 
alginate, and cyclodextrin. [ 21 ]  The intimate contact between the 
elastic polymer layer and the surface of carbon/Si foam is con-
fi rmed by the SEM images (Figure  3 d,e, and Figure S8, Sup-
porting Information). Once the electrode undergoes strain, the 
self-healing elastic polymer can help to keep the foam structure 
intact.  

 Next, we quantifi ed the stretchability dependence of the 
carbon/Si/polymer composite electrode on the amounts of the 
elastic polymer. Figure S9 of the Supporting Information shows 
stress–strain curves for the elastic polymer coated carbon/Si 
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 Figure 3.    a) Stress−Strain curves for the bulk elastomer at different crosslinking reaction times. 105 min is found to be the optimal crosslinking time 
because it gives the material with the highest toughness. b) Self-healing of the bulk elastomer. Cut samples are allowed to rest for the prescribed 
time at room temperature and then compared to the performance of a pristine sample. c) Pictures of how the self-healing experiment is conducted. 
A sample is cut, pressed back together and then fi nally stretched until failure. d,e) SEM images of carbon/Si foams with 4× weight elastic polymer. 
f) SEM images of the carbon/Si foam electrodes with 4× weight elastic polymer after a ≈30% stretching-releasing cycle. g) Resistance vs strain curves 
of polymer coated carbon/Si foams supported on PDMS. Once stretched, resistance is stable at the fi nal value until the foam is stretched further. 
h) Resistance measurements during strain cycling to 25%. Resistance increases over time. i) Highlighted cycles from h) show that resistance is rela-
tively constant for any one cycle.
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foams. As the amount of the elastic polymer increases, the 
foam gains increased stretchability because the connectivity of 
the polymeric network on the foam increases with thickness of 
the polymer layer. With 2× weight polymer the coating is thin 
and large cracks can be seen after 30% strain for the composite 
foam on a PDMS substrate (Figure S10a, Supporting Infor-
mation). As the coating amount is increased to 4× weight and 
then 6× weight, the cracks get smaller and for the 6× weight 
polymer sample, polymer can be seen bridging different parts 
of the carbon/Si foam before and after cracking (Figure  3 f and 
Figure S10b, Supporting Information). This increasingly con-
nected polymer network allows for better stress dissipation 
through the sacrifi cial hydrogen bonds of the elastomer, and if 
polymer loading were to be further increased, the mechanical 
properties of the composite foam would eventually become 
similar to those of the bulk elastomer. 

 Over this stretching and releasing processes the electronic 
conductivity of the electrodes may change, which infl uences the 
battery performance. Elastic polymer fi lms, such as PDMS, are 
widely used as the electrode substrates and packages for fl ex-
ible and stretchable lithium-ion batteries. [ 4 ,   5a ,   12a ,   22 ]  In order to 
study the electronic conductivity of the composite foams and 
mimic the structure of a fully assembled stretchable battery 
under strain, the composite foams were loaded on an elastic 
PDMS substrate and strained. As the supported composite 
foams were stretched, small cracks formed across the length 
and width of the material to dissipate the stress and allowed 
the foams to maintain their electronic conductivity to strains far 
past values at which the unsupported foams would completely 
fail. For the 4× weight polymer composite foams, the average 
failure strain was 46.2% (±22.9%) and the best performing elec-
trode reached a strain of 88% before it was no longer conductive 
(Figure  3 g). This is also a signifi cant improvement compared to 
our previously reported supramolecular self-healing polymer, [ 10 ]  
which only enabled an average strain of 8.5% (±3.5%) before 
electrode failure at the same wt% (Figure S11, Supporting Infor-
mation). As the electrode was initially stretched, the resistance 
increased due to the new cracks that formed, but upon releasing 
the resistance was maintained at a constant value. The resist-
ance stayed at this value until an even larger strain was applied, 
when the resistance again increased corresponding to the new 
strain that was applied. As further strain was applied, the hys-
teresis curve overlapped with that of a pristine electrode being 
strained for the fi rst time. This again shows that an increase in 
resistance only occurs for strains past that already experienced 
by the electrode. Using these electrodes, it should be possible 
to achieve strains of 30%–50% in a full-cell stretchable device. 

 Since a stretchable lithium-ion battery has to undergo 
repeated stretching-releasing cycles over its lifespan, it is impor-
tant to understand the stability of these electrodes during strain 
cycling. The electrodes were subjected to 1000 cycles of loading 
and unloading at a strain of 25% (Figure  3 h). Confi ned by the 
elastic outer self-healing polymer layer, the overall electrode 
structure was kept intact. Over the many cycles, the resistance 
did drift upward to some extent but it did not reach values that 
are unacceptable for use as a battery electrode (<400 Ω after 
1000 cycles). While drift was observed over many cycles, any 
one cycle from this data set did not show any large resistance 
increases (Figure  3 i). If the cycling experiment is extended 

further, it is likely that the resistance would reach a plateau 
value as the system found an equilibrium state. 

 With the optimized amount of self-healing elastic polymer, 
the carbon/Si foam electrode affords remarkable battery per-
formance.  Figure    4  a shows the reversible delithiation specifi c 
capacities of the carbon/Si electrodes coated with different 
amounts of self-healing polymer over 100 charge/discharge 
cycles. Here, all reported capacities are calculated based on the 
total weight of carbon and Si unless otherwise mentioned. The 
initial specifi c delithiation capacity of the pristine carbon/Si 
electrode reaches 1064 mAh g −1 , while the value for the bare 
carbon foam is 197 mAh g −1 . Considering that the Si amount 
in the carbon/Si electrode is ≈30%, the specifi c capacity with 
respect to Si is calculated to be as high as 3087 mAh g −1 . After 
coated with 2× and 4× weight self-healing elastic polymer, the 
carbon/Si electrodes deliver their initial delithiation capacities 
of 872 and 719 mAh g −1 , respectively. With a thicker self-healing 
polymer coating layer (6× weight polymer), the carbon/Si elec-
trode only delivers 49% specifi c capacity (517 mAh g −1 ) of the 
value that the pristine carbon/Si electrode achieves. Due to a rel-
atively low ionic conductivity of 2.68 × 10 −4  S/cm (±0.88 × 10 −4 ) 
in the dry state and 4.24 × 10 −4  S cm −1  (±1.56 × 10 −4 ) in the 
swollen state (Figure S12, Supporting Information), a thick self-
healing polymer coating layer may lead to increased lithium-ion 
diffusion paths, large electrode series resistance, and thus a rel-
atively low capacity when compared with electrodes coated with 
a thinner polymer fi lm. PDMS is the most widely used elastic 
matrix for stretchable devices. Here, we also tested PDMS as a 
potential elastic support for the carbon/Si foam, and while the 
PDMS formed a good coating on the foam (Figure S13, Sup-
porting Information), the electrochemical performance was 
very poor due to the poor Li conductivity (Figure S14, Sup-
porting Information). This shows that both the mechanical and 
chemical properties are important when selecting an elastomer 
support.  

 Besides the difference in the reversible specifi c capacities, as 
shown in Figure  4 a, the electrodes coated with various amounts 
of self-healing polymer exhibit different cycle stability. The spe-
cifi c capacity of the pristine carbon/Si electrode after 100 charge/
discharge cycles is 491 mAh g −1  with a low capacity retention 
of 46%. Coated with proper amounts of self-healing polymer, 
the electrodes possess much improved cycling stability. With 
2× weight polymer, the carbon/Si electrode achieves a high spe-
cifi c capacity of 722 mAh g −1  after 100 charge/discharge cycles. 
The corresponding capacity retention is as high as 83% with 
0.17% decay per cycle. When the amount of self-healing polymer 
increases to 4× weight polymer, the reverse specifi c capacity of 
the electrode is 584 mAh g −1  at the 100th cycle, which is still 
more than three times the theoretical capacity of Li 4 Ti 5 O 12 , 
showing a similar capacity retention (81%) to the electrode 
with 2× weight polymer. The investigations on the morphology 
of the carbon/Si/polymer electrode and the pristine carbon/Si 
electrode after cycling show that the SEI layer on the surface 
of the pristine carbon/Si electrode is much thicker than that of 
the polymer coated electrode (Figure S15, Supporting Informa-
tion), which explains the enhanced cycling performance of the 
self-healing polymer coated carbon/Si electrodes. Moreover, the 
graphitic carbon/Si/self-healing polymer electrodes after strain 
cycling still exhibit stable cycling only with a little faster decay in 
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capacity upon cycling, compared to the foam electrodes without 
undergoing strain cycling (Figure S16, Supporting Informa-
tion). The much improved cycling performance is a strong indi-
cation of the structure enhancement and self-healing effect of 
the polymer helping keep the electrode intact. However, further 
increasing the amount of self-healing polymer (e.g., 6× weight 
polymer) leads to rapid capacity decay. The electrode almost 
loses all the capacity after 100 charge/discharge cycles (only 
86 mAh g −1  for the 100th cycle). Regardless of their specifi c 
capacities, all the tested electrodes show stable Coulombic effi -
ciency after the initial cycles (e.g., 99% from 12 to 100th cycle 
for the electrode with 4× weight polymer, Figure S17, Sup-
porting Information). Therefore, to avoid low specifi c capaci-
ties and poor cyclability, a relative thin polymer coating layer 
is needed. Nevertheless, to obtain good stretchability, a relative 
thick polymer coating layer is preferred. In term of both elec-
trochemical performances and stretchability, our results sug-
gest that a 4× weight polymer amount is optimal and can meet 
the requirements of high capacities, stable cycling stability and 
good stretchability. Under the same electrochemical measure-
ment condition, we also investigated the cyclability of the bare 
carbon foam electrode. The as-synthesized carbon electrode 
exhibits typical voltage profi les of graphite anodes with stable 
cycling (Figure  4 a and Figure S18, Supporting Information). [ 23 ]  
It has been confi rmed that the electric conductivity of graphite 
increases after the lithium insertion and can reach two orders 
of magnitude of the initial value. [ 24 ]  Thus, the graphitic carbon 
skeleton of our electrodes can keep the entire electrode highly 

conductive during the charge/discharge cycles. The typical 
voltage profi les of the carbon/Si electrodes coated with different 
amount of self-healing polymer are shown in Figure  4 b. With 
the increasing amount of the self-healing polymer, gradually 
decreased reversible specifi c capacities and slightly increased 
over potential are observed, arising from the low electronic 
conductivity and increased lithium-ion diffusion distance on the 
surface of the electrodes. Figure  4 c shows the voltage profi les 
of a carbon/Si electrode coated with 4× weight polymer upon 
cycling. In spite of slight capacity decay, the charge/discharge 
curves remain steady and reversible even after 100 cycles. 

 In summary, stretchable lithium-ion batteries present unique 
opportunities for stretchable electronics but also limitations 
(e.g., low-energy density and limited stretchability). We have 
designed a conformal graphitic carbon/Si/self-healing elastic 
polymer foam structure to successfully achieve a high-capacity 
long-lifespan anode for stretchable lithium-ion batteries. Our 
demonstration here of a graphitic carbon/Si composite that 
has a high reversible specifi c capacity and a self-healing elastic 
polymer that enables long battery cycle life and good stretch-
ability indicates a rational design for high-capacity stretchable 
electrodes. In comparison to the widely-used Li 4 Ti 5 O 12  anode 
material in stretchable lithium-ion batteries, the features of a 
high reversible specifi c capacity and low working potential are 
of key importance for the improvement of energy and power 
densities of the entire battery. This work presents an effec-
tive route in developing high-capacity Si-based anodes for 
stretchable lithium-ion batteries for the fi rst time and paves the 

 Figure 4.    a) Specifi c delithiation capacities of the carbon/Si electrodes with different amounts of the self-healing polymer and the bare carbon electrode 
at the current density of 100 mA g −1  over cycling. b) Typical voltage profi les for the carbon/Si electrodes with different amounts of the self-healing 
polymer (second cycle). c) Voltage profi les of a carbon/Si electrode coated with 4× weight self-healing elastic polymer upon cycling.
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way for their promising applications in stretchable electronics. 
The successful stretchable structure design using a self-healing 
elastic polymer could also be extended to other stretchable 
material systems for various stretchable devices.  
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