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We demonstrate a method to locally control the temperature of photonic crystal devices via
micron-scale electrical heaters. The method is used to control the resonant frequency of InAs
quantum dots strongly coupled to GaAs photonic crystal resonators. This technique enables
independent control of large ensembles of photonic devices located on the same chip at tuning speed
as high as hundreds of kilohertz. © 2009 American Institute of Physics. �DOI: 10.1063/1.3189081�

Integrated devices composed of optical resonators and
waveguides are seen as one of the most promising solutions
for future optical networks for information processing.1 One
of the main drawbacks of using resonators is that their fre-
quencies are highly sensitive to fabrication errors, and any
fluctuations in the environment that lead to changes in the
index of refraction or device geometry. The complexity of
designing these systems increases even more when resona-
tors need to be coupled to single optical emitters, as is the
case for devices used in quantum information science. One
possible solution is to develop system capabilities where the
resonators can be controlled reversibly and on an individual
basis. Some of the most scalable methods for local tuning are
based on controlling the index of refraction via carrier
injection2,3 or by changing the temperature.4,5 Other tuning
techniques for photonic crystals rely on gas condensation,6,7

digital etching,8 or local oxidation of the photonic crystal
membrane.9 Generally, the local control of temperature is
slower than the carrier recombination, so it is preferable to
use temperature for device tuning and carrier control for
other functions, such as optical switching. We have already
reported a method to locally control the temperature of pho-
tonic crystal devices by heating using a laser beam.4 This
method allows for reliable control of individual devices lo-
cated on the same chip, but for large networks of resonators
it is preferable that the tuning is done electrically. In this
letter we demonstrate local tuning of photonic crystal de-
vices using micron-scale electrical heaters. Although this
technique primarily targets the tuning of quantum dots �QDs�
and photonic crystal cavities in optical networks for quantum
information science, the method can be applied to any type
of optical networks where local control of temperature is
desirable for tuning purposes.10

To integrate local heaters with the QD/photonic crystal
structures, we designed the device shown in Fig. 1�a�. The
concept of the device is similar to the one in Ref. 4, and it
consists of a GaAs photonic crystal cavity next to a heating
pad, both suspended via six narrow bridges to increase the
thermal insulation. The device is fabricated in a 160-nm-
thick GaAs membrane with a midlayer of InAs QDs, grown
on top of a 1-�m-thick AlGaAs slab that can be wet etched
in hydrofluoric acid. The photonic crystal and the heating
pad cover a 11�5 �m2 area. The left suspension bridges in
Fig. 1�a� were 2 �m long and 1 �m wide, while the others

were 2 �m long and 0.55 �m wide. First, the photonic
crystal devices were fabricated in the GaAs membrane using
electron-beam lithography and dry plasma etching. Then the
Ohmic heaters and the contact pads were patterned using a
second lithography step followed by metal deposition and
lift-off. In the last fabrication step, the AlGaAs substrate was
underetched using hydrofluoric acid �6%�.

The temperature control is achieved via micron-scale
Ohmic heaters located on the heating pad. The heaters were
first patterned by electron-beam lithography and then two
metal layers �15 nm Au on top of 20 nm Cr� were deposited.
A serpentine shape was chosen in order to increase the resis-
tance of the device. Multiple devices on the same chip can be
electrically connected �Figs. 1�b� and 1�c��. The devices were
connected in series in sets of eight, with four devices being
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FIG. 1. �Color online� �a� Scanning electron microscope image of the sus-
pended GaAs photonic crystal cavity and the heating pad. The serpentine
pattern on the heating pad is the Ohmic heater. ��b� and �c�� Optical micro-
scope images showing multiple devices interconnected electrically.
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shown in Fig. 1�b�. Twenty sets were connected in parallel to
two bonding pads, that were wired to an electrical power
supply. The total resistance of the chip was �80 �, imply-
ing a resistance of �200 � for each individual heater.

The device was cooled down in a He flow cryostat and
kept at a base temperature of 5 K, such that photolumines-
cence from single QDs could be observed. The measure-
ments were performed using a confocal microscope setup
and a laser tuned above the band gap of GaAs to excite
photoluminescence.11 Electrical control was achieved by
connecting the entire chip to a function generator. The pho-
toluminescence from a coupled cavity/QD system was moni-
tored while the voltage was linearly changed from 0 to 1.2 V,
as shown in Figs. 2�a�–2�d�. Redshift of the QD and cavity
frequency is observed while increasing the bias voltage. Both
the cavity and the QD frequency shift show a quadratic
dependence on the applied bias voltage. Figure 2�e�
shows the linear shift in the QD with the square of the driv-
ing voltage �proportional to the dissipated power�, in agree-
ment with previous results in Ref. 4. To obtain the tuning
range ��0.8 nm� shown in Fig. 2, corresponding to a tem-
perature increase from 5 to �25 K, a thermal power of
�0.1 mW was dissipated in the device.

Anticrossing was observed as one of the QD lines is
tuned into resonance with the cavity, thus indicating strong
coupling.12,4 A fit to the data indicated a cavity quality factor
Q�13 000 and a QD/cavity coupling rate g /2��17 GHz.
For this particular cavity/QD system, a triplet of spectral
lines was observed when the cavity is tuned into resonance
with the QD. For most of the strongly coupled systems mea-
sured and fabricated in our laboratory under similar condi-
tions, we did not observe this triplet of spectral lines. The
side spectral lines correspond to the cavity/QD polaritons,
while the middle spectral line should correspond to the cav-
ity being populated with photons from other neighboring
QDs. The coupling mechanism between the neighboring
QDs and the cavity mode may be caused by spectral dephas-
ing, as discussed in Ref. 13 where the spectrum of a single
QD coupled to a cavity was investigated. QD blinking may
be another reason for observing the triplet of spectral lines.

The data in Fig. 2 shows the tuning of the QD only over
the spectral interval where the cavity/QD anticrossing can be
observed. However, we emphasize that using this technique
the temperature of the device can be increased up to the
GaAs melting point. The maximum tuning range for this type
of QDs is �1.8 nm, when the temperature is changed from
�4 to �50 K.4 The optical properties of the QD �especially
wavelength and dephasing rate� depend on the local tempera-
ture of the device as shown in similar experiments where the
temperature of the entire cryostat was controlled.14 The
dephasing rate of the QDs is an important factor since it
limits the coherence of the system. Since this tuning tech-
nique enables temperature control over the entire relevant
range for QD operation, the operating temperature can be
precisely set such that the QD dephasing is within the pa-
rameters acceptable for any particular experiment or applica-
tion.

For some applications, where fast fluctuations of the en-
vironment cause rapid changes in the cavity resonance, the
maximum tuning speed is a relevant parameter. The maxi-
mum speed achievable with this tuning technique is limited
by the thermal relaxation time of the device �. The thermal

relaxation time was inferred by measuring the frequency re-
sponse. A device similar to the one shown in Fig. 1�a� was
used for this measurement. During the experiment, the opti-
cal pump power was high enough such that the Lorentzian
shape of the cavity was the dominant feature in the photolu-
minescence spectrum. The system was driven using a square
wave �0–2 V� and the frequency was continuously swept
from 10 Hz to 1 MHz. At the same time, the photolumines-
cence spectrum was monitored on a spectrometer at a refresh
rate much slower than the modulation frequency. For modu-
lation rates much slower than the thermal relaxation rate, the
temperature of the device could follow precisely the square
wave form of the driving signal, so the temperature was ei-
ther T0�5 K or T1�60 K corresponding to 0 or 2 V. The
spectrometer showed two resonances corresponding to the
cavity frequency for the two different temperatures �T0 and
T1�. As the frequency is increased beyond the thermal relax-
ation rate, the temperature of the device could not follow the
electrical modulation and it stabilized at the temperature cor-
responding to the average dissipated power. The experimen-
tal data is shown in Fig. 3 indicating that the device can be
driven up to �100 kHz���10 �s�. Depending on the ap-
plication, the speed of the device can be increased by using
thicker suspension bridges thus increasing thermal conduc-
tivity. However, this comes at extra energy cost since more
power needs to be dissipated in order to keep the device
temperature at the desired level. For some applications the
use of suspended structures may not be required. This could
be the case for silicon on insulator devices, where the silicon
oxide substrate has low thermal conductivity.

In conclusion, we show that the temperature of sus-
pended photonic crystal devices can be controlled electri-
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FIG. 2. �Color online� ��a�–�d�� QD and cavity tuning performed by con-
trolling the temperature of the device using local electrical heating. Anti-
crossing is observed as the QD is tuned into resonance with the cavity, a
signature of the strong coupling regime. �e� Linear dependence of the shift
in the QD frequency with the square of the applied voltage.
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cally via micron-scale electrical heaters. This would enable
efficient tuning of large ensembles of photonic crystal de-
vices located on the same chip. Tuning speeds up to 100 kHz
are demonstrated, limited by the thermal relaxation time of
the device.
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FIG. 3. �Color online� �a� Photoluminescence spectra integrated over 1 s as
the temperature is tuned via a square wave signal from 10 Hz to 1 MHz.
��b�–�d�� Spectra showing three different regimes of operation. �b�Thermal
relaxation rate ��� much faster than the driving frequency ���. �c����. �d�
���.
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